Installation Guide

RE656 CryptiX™-Compatible Helipad™

Features
- Secure, 4 to 10 digit PIN (disarm code)
- 1-button arming
- 2-way RF, Shows system status
- Mounts on wall via VHB® tape, or screws
- Low Battery indication
- 1-2 year battery life
- Sends supervisory signals

Enrollment
- Place panel into Bluetooth enrollment mode.
  - Hold the pair button on the side of Helix for 3 seconds (until it beeps).
- Place Helipad into Bluetooth enrollment mode by following the below steps.
  - Press the menu button to enter enroll mode.
  - Press the select button to enroll the Helipad.
- To configure the Helipad, log into the web based dealer portal

Installation
- Place Helipad near exit or entry doors. Use either the VHB tape or a mounting screw (#4 or #6) to mount the Helipad in place

Operation
- Arm Stay or Arm Away
  - Arm Stay: Arm while home is occupied
  - Arm Away: Arm while home is unoccupied
- Panic Alarm
  - Panic Alarm: Authorities will be alerted.
- Alarm Types
  - Burglar Alarm
  - Fire Alarm
  - CO Alarm
  - Freeze Alarm
  - Heat Alarm
  - Auxiliary Alarm
  - Silent Arming
  - Entry Delay
  - Night Arming
  - Chime
  - Holding down the menu button for 3 seconds displays further option settings, toggle to highlight or select the # to change
PIN (Disarm Code):
The PIN (disarm code) established in the web portal is UNIVERSAL and will disarm the system from the Helipad, Mobile App, PINpad, etc.

Dealers:
- Log into the dealer portal.
  - Select an account.
  - On the left hand side, click on Contacts
  - Fill out the Contact Information field, select a User ID, and a PIN (disarm code) (PIN can be 4-10 digit number).
  - This field also allows you to Edit or Delete a contact.

User:
- Log into the user portal.
  - Click on Contacts.
  - If you have Master level access, this section allows you to change PIN (disarm code).

Battery Replacement
- Lift up on the bottom of Helipad with thumb.
- HeliPAD will “snap” open.
- Remove cover to replace batteries.
- Location of batteries in HeliPAD.

Specifications

<table>
<thead>
<tr>
<th>Physical</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Housing dimensions</td>
<td>4.5 x 2.8 x 0.75 inches</td>
</tr>
<tr>
<td>Weight with battery</td>
<td>4.0 ounces</td>
</tr>
<tr>
<td>Mounting fastener</td>
<td>3M VH1™ Tape or #8/#6 screws</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Environmental</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Operating temperature</td>
<td>0°F to 120°F</td>
</tr>
</tbody>
</table>

Mounting screws not included.

Specifications subject to change without notice.

Notices

Warranty
Resolution Products, Inc. will replace products that are defective in their first five (5) years.

FCC Notice
This device complies with Part 15 of the FCC rules. Operation is subject to the following two conditions:
- This device may not cause harmful interference.
- This device must accept any interference that may be received, including interference that may cause undesired operation.

Changes or modifications not expressly approved by the Resolution Products, Inc. could void the user's authority to operate this equipment.

FCC ID: USX-RE656

IC Notice
This device complies with Industry Canada license-exempt RSS standard(s). Operation is subject to the following two conditions:
- (1) This device may not cause interference, and
- (2) This device must accept any interference, including interference that may cause undesired operation of the device.

Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio exempts de licence. L'exploitation est autorisée aux deux conditions suivantes :
- (1) L'appareil ne doit pas produire de brouillage, et
- (2) L'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en compromettre le fonctionnement.

IC: 8310A-RE656

Manual: 47-0008-08 Rev A